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GENERAL
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To view a full selection of Samlex products visit our website at

- High efficiency

PST-150S-12E

1500 Watts
3000 Watts (< 8 ms)
230 VAC = 3%

DC-AC Inverter
A5 Pure Sine Wave

Design Features
- 50/60 Hz (Switch selectable: 50 Hz default)

samlexamerica

Model

PST-150S-12E
12 VDC- 230 VAC

PST-150S-24E
24 VDC- 230 VAC

- Low battery voltage alarm

- Protections: input low voltage, input over voltage,
over temperature, over load, short circuit

- Low idle power draw
- Optional remote control (sold separately): Model RC-15

- Comes with pin-type battery cable lugs

PST-150S-24E

1500 Watts
3000 Watts (< 8 ms)
230 VAC = 3%

50 /60 Hz + 1% : Switch Selectable (Default 50 Hz)

Pure Sine Wave

<3%

10.7 to 16.5 VDC

200A

<0.8A

10.7V £ 0.1V

10V + 0.1V ; Auto-reset: 11.5V = 0.3V
16.5V ; Auto-reset: < 16.5V

Pure Sine Wave

<3%

21.4to 33 VDC

100A

<0.6A

21.4V £ 0.2V

20V £ 0.2V ; Auto-reset: 23V + 0.5V
33V ; Auto-reset: < 33V

Operating temperature -20 to 40°C / -4 to 104°F
Storage temperature -30 to 70°C / -22 to 158°F
90% relative humidity non-condensing

> 85% (At full load)

> 85% (At full load)

Temperature controlled fan. Fan ON at 55°C = 3°C;
Fan OFF at 45°C + 3°C (sensed at internal hot spot)

DC-2000-KIT

DC-1000-KIT

Terminals with cylindrical hole: Diameter 11 mm ; M8 set screw
Two European “Schuko”, CEE 7/3 AC Receptacles

5 X 40A = 200A
(Each Type ATC, 32V)

RC-15
CE marked

5 x 20A = 100A
(Each Type ATC, 32V)
RC-15

European Low Voltage Directive 2014/35/EU

e Standard : EN 60950-1

European EMC Directive 2014/30/EU per following Standards:
e EMI: EN55022, Class B ; EN61000-3-2, -3-3
e EMS: EN55024; EN61000-4-2, -4-3, -4-4, -4-5, -4-6, -4-8, -4-11

European Directive 2011/65/EU
282 x 415 x 101

11.1x16.3 x4.0

5.7

12.7

or contact

282 x 415 x 101
11.1x16.3x4.0
5.7

12.7

12001-PST-1505-12E-24E-1119

: 1-800-561-5885 or sales@samlexamerica.com




