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INDUSTRY PROVEN FOR OVER 20 YEARS

samlex

Models available in 10A, 23A or 35A*

Input voltage can be set at 120 VAC or 240 VAC
with internal jumper and fuse change

Switch mode technology

High reliability & efficiency

Produces clean, consistent power, highly filtered to
suppress RFI

Certified to UL standards in Canada and USA
10A, 23A & BBM models available in 230 VAC

Switch-mode technology

Highly filtered to suppress RFI

120 VAC Input or 240 VAC input (internal switch & fuse)
100 - 240 VAC Universal Input, 50/60 Hz (auto-sensing)
Display Meter

Battery Backup Circuit

Power Factor Corrected

Minimum Energy Performance Standard (MEPS)
Efficiency Level VI

UL Safety Listed (CAN/USA)

CE Certified for Global Use (IEC 62368-1)

RADIO CABINETS AVAILABLE
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PREMIUM FEATURES, TECHNOLOGICALLY ADVANCED

Models available in 11A, 23A or 35A
Universal Input: 100 to 240 VAC, 50/60 Hz
Switch mode technology

High reliability & improved efficiency
Power factor corrected

Complies with Minimum Energy Performance
Standard for external power supplies

Circuit innovations minimize output voltage
ripple and RFl

Certified to UL and CE standards for global use

3 YEAR WARRANTY

Compatible with all Samlex Desktop Power Supplies.
Exceptions: SEC-1223BBM & SEC-1223BBM-CE with the 12450-K cabinet.
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