
SLD-1030DC

INPUT VOLTAGE 10 - 30 VDC  (VIN VOLTAGE < 18 VDC)
12 V MODE   OR   (VIN VOLTAGE >= 18 V) 24 V MODE 

CH1 CH2 CH3 CH4 CH5 CH6 CH7 CH8 CH9
OUTPUT VOLTAGE 10 - 30 VDC

OUTPUT CURRENT
(PEAK) 25 A 25 A 25 A 25 A 25 A 25 A 25 A 25 A 50 A

(CONT.) 20 A 20 A 20 A 20 A 20 A 20 A 20 A 20 A 40 A

OUTPUT CURRENT TOTAL
150 Max. (Cont.)

180 A Peak

LOAD SHED CONFIGURATION
CH1-2 CH3-4 CH5-9

LVD A configurable LVD B configurable Always on

(LVD_A) OR (LVD_B) 
RESTART VOLTAGE

12 V MODE = LVD + 1.5 V
24 V MODE = LVD + 3.0 V

LED INDICATIONS (RED LED)
FUSE BROKEN CH1-9

LOW VOLTAGE DISCONNECTIONS (LVD A, LVD B)

FUSE ALARM  
(DRY CONTACT RELAY)

All Channels

LVD ALARM  
(DRY CONTACT RELAY)

CH3 and CH4 (LVD B)

CONNECTIONS
INPUT:  NUT AND BOLT (M8)

OUTPUT:  SCREW (M4)

EMI/EMC FCC PART 15(B), CLASS B

OPERATING TEMPERATURE -25 °C to 50 °C  /  -13 °F to 122 °F

STORAGE TEMPERATURE -30 °C to 70 °C  /  -26 °F to 158 °F

GENERAL

Dimension 
W x D x H  (mm / in)

482 x 232 x 44 / 18.98 x 9.13 x 1.73 (Depth includes the plastic cap for terminal)

Weight  (KG / LBS) 2.7 kg  / 5.9 lb

•	 DC Power Distribution for 10–30 VDC systems, 
supporting both 12 V and 24 V applications.

•	 Nine independently fused output channels for 
organized load management from a single DC input 
source - 8 @ 25 Amp max + 1 @ 50 Amp max for 150 
Amp continuous/180 Amp peak system capacity.

•	 Front-accessible ATO/ATC fuses with LED blown-fuse 
indicators for fast visual diagnostics and easy service.

•	 System monitoring via status LEDs and Form C dry-
contact alarm outputs for integration with remote 
alarms or controllers.

Design Features
•	 Configurable Load Shedding / Low-Voltage Disconnect (LVD) 

circuits to protect battery life and prioritize critical loads.

•	 Compact 1RU, 19-inch rack-mount design for streamlined 
installation in telecom, industrial, and mobile systems.

•	 Scalable architecture to support system growth without 
additional rack hardware.

2 YEAR LIMITED WARRANTY

1030DC

To view a full selection of Samlex products visit our website at www.samlexamerica.com or contact us: 1-800-561-5885 or sales@samlexamerica.com

Model 
SLD-1030DC
150 Amps
10-30 VDC
12 V / 24 V

DC LOAD
DISTRIBUTION

12001-SLD-1030DC-0326
NOTE: Specifications are subject to change without notice


