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FEATURE SHEET

FEATURES
• 10–30 VDC input supporting both 12V and 24V systems

• 150A continuous / 180A peak total output capacity

• Nine fused outputs (8 × 25A, 1 × 50A) from a single 
DC source

• Configurable low voltage disconnect with 
 prioritized load shedding

• Front-accessible ATO/ATC fuses with LED 
blown-fuse indication

• Form C dry-contact alarms for remote fuse 
and LVD monitoring

• Compact 1RU, 19” rack-mount design

• Wide -25°C to 50°C operating temperature range  

APPLICATIONS
• Two-way radio and LMR systems

• Public safety communications infrastructure

• Dispatch and control rooms

• Cellular and wireless network equipment

• Broadband and ISP installations

• Remote communications shelters and cabinets

• Mobile command and emergency response vehicles

• SCADA and industrial control systems

SLD Series 
Intelligent DC Power Distribution for Mission-Critical Systems

Samlex SLD-1030DC delivers organized, protected DC power distribution for 12V and 24V 
communication systems. Designed for reliability and serviceability, this 1RU rack-mount unit distributes up 
to 150A of continuous power across nine independently fused outputs, with configurable load shedding 
and remote alarm integration to help safeguard battery life and maintain uptime where it matters most — 
backed by the proven reliability of Samlex power solutions.

41600-0226

SLD-1030DC

MODELS

Model No. VDC Amps 
(A) Rack Unit Number of 

Channels
Weight 

(lbs)

SLD-1030DC 10-30
150 Cont. 
180 Peak

1RU 9 5.9

2 YEAR LIMITED WARRANTY

•	 All our BRM models

•	 SEC-1223BBM / SEC-1223P-BBM

•	 Desktop power supplies (20 Amps and above)
paired with our BBMs

•	 Battery Chargers (SEC-UL Series)

•	 SEC-12HCP and SEC-24HCP

Build out your rack mount system 
with these compatible products:


